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A NEW 200cc MACHINE
Designed expressly for you

This is not just idle talk. To design our new IMC COMFORT we
left our drafling tables and went out on the road, falked to motor-
cycle riders and competition experts to find out how we could
improve on our peerless NORMA.

What we have come up with in the IMC COMFORT is a machine
buil in the light of experience — the experience of the road = the
compefition events — the drafling table.

A machine that is designed for your comfort
and pleasure
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Check for yourself the mony features that combine to moke the
IMC COMFORT tops among the lightweights:

198 cc ZUNDAPP single exhaust - 2 stroke engine with DOUBLE
Carburetor - designed for long life and good service for many
thousands of miles

Four speed footshift — CONSTANT MESH transmission, for quick
dependable shifting. — SCREWED DOUBLE TUBE ZRAME for sturdy-
ness and safery. — TELESCOPIC front and rear springing for
greater comfort. — SOFT, WELLSPRUNG SADDLE to increase your
riding pleasure. Fully chromed hubs — 7 brakes for greater safety.
DUST PROOF CHAIN COVER for longer chain life — less woar.
36 U.S. gallon tank ample for long distance riding. — LUXURY
STYLE FINISH red with silver trim.

When riding the IMC COMFORT you are mounted on a mofor-
cycle bullt in the great ZUNDAPP trad

THE GREATEST VALUE AT THE LOWEST PRICE
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TECHNICAL DETAILS

ENGINE: Zindapp two stroke — blocktype engine — one port — bore 60 mm (236°) stroke 70 mm (270°),
capacity 198 cc (12 cuinch) — 196 cc in accordance with stondardization formula — compression ratlo 6:1;
9,5 HP at 4600 rpm. One lever twin carburetor with strangler shutter at the large-sized filter. Mixiure type

lubrication, normal fuel consumption 98 m.p.g. Top speed 65 MPH.

GEARING AND TRANSMISSION:

ZUNDAPP four spead gearbox (selector traction shaft with cams) with foot gear change, gsarbox and

engine single unit. Transmission ratios: 3,14 — 1,964 — 1,405—1,0:1. Reduction ratio from engine to gear
box 2,181 1. Reduction ratio from gear box to rear wheel 2488:1. Multiple disc clutch in oil bath, trans-

mission choin to rear wheel
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FRAME ETC:
Open double Wbe frame, screwed; broad contar prop stand of tubes, handle bar and footrests adjust-
able. Efficient chainguard, reor wheel with knock-out spindle, hinged rear wheel mudguard.

Wellsprung rubber suddle, telescopic front fork, lelescopic rear wheel suspension, removable silencer;
long, quickaction foot brake lever, eylindrical hub brakes, handy controls. Deep center rims 185BX19 wilh
I base approx. 518" — tolal length approx. 76", total widih 27.6”,

steel wite balloon fires 3,00X19. Wh
total height approx. 37", saddle haight 30, ground clearance opprox. 5" at center stand. Admissible
maxium load 346 Ibs. Total waight, full tank, 291 Ibs. 34 Gallon tonk capacity.

coLoRIN

Frama and chainguard fireman red; fendar with silver trim; silencer, hubs, tank, handlebor fully chromed.
EQUIPMENT:

45160 Watt battery — lighting-ignition system with 35/35 Watt
in headlight, kneegrips, steeting damper, 2 fuel taps for compl

Ample chrome plating and many polished parts, best high polish enamel finish, full set of tools, Gir
CODE: IMCOM

lux bulb; illuminated spasdomater encased
ta tank drainage, long pedal for shifting.

pump, anti-theft lock.
We resarva the right to alter construction.




A Piintad in Garmany

ZUNDAPP-WERKE GMBH NURNBERE MUNCHEN
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